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Reliable high-speed
internet while in-motion

Starlink Mini

COMPACT AND PORTABLE
Starlink Mini is designed for connectivity on
the go and can easily fit in a backpack.
Starlink Mini is a portable, all-in-one
compact kit with a built-in Wi-Fi router,
lower power consumption, a DC power
input, and max speeds over 100 Mbps.

Key Features & Benefits
GET ONLINE IN MINUTES
Set up Starlink with just two steps. Plug it in
and point at the sky. Starlink Mini Kit comes
with everything needed to get online
including an integrated router, kickstand,
pipe adapter, power cable and power
supply. 

The Starlink Mini delivers portable, high-performance LEO satellite connectivity in a compact, rapidly
deployable form factor—ideal for mobile, temporary, and remote operations.

As a Starlink Authorized Reseller, IP Access International delivers Starlink Mini as part of a fully
managed connectivity solution, integrating it directly into our SuperGIG™ blended network
architecture. Rather than operating as a standalone satellite link, Starlink Mini becomes one of
multiple intelligently managed connectivity paths—working alongside LTE/5G, private wireless, and
additional satellite options to optimize performance in real time.

Through SuperGIG™, Starlink Mini is dynamically monitored, managed, and routed based on
application needs, network conditions, and operational priorities—ensuring reliable connectivity
where traditional infrastructure is limited or unavailable.

All deployments are supported 24/7/365 by IP Access’ U.S.-based Network Operations Center,
providing continuous monitoring, proactive support, and a single point of accountability for mission-
critical operations.

INTEGRATED ROUTER 
Starlink Mini boasts Wi-Fi 5 and an ethernet
port for third-party routers and mesh.

LOW POWER CONSUMPTION
Power consumption: 25-40 watts average 
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Antenna
Field of View
Orientation

Weight

Environmental Rating
Operating Temperature
Wind Speed
Snow Melt Capability
Power Consumption
Input Rating
USB PD Requirement

Electronic Phased Array
110°
Software Assisted Manual Orienting

1.10 kg (2.43 lb) 
1.16 kg (2.56 lb) with Kickstand
1.53 kg (3.37 lb) with Kickstand & 15 m Cable

IP67 Type 4 with DC Power Cable and Starlink Plug/Cable installed
-30°C to 50°C (-22°F to 122°F) 
Operational: 96 kph+ (60 mph+)
Up to 25mm / hour (1 in / hour)
Average: 25-40W
12-48V 60W
100W, 20V/5A Minimum (with Starlink USB-C to Barrel Jack Cable
Accessory)

Wi-Fi Technology
Generation 
Radio 
Ethernet Ports 
Coverage 
Security 
Power Indicator 
Mesh Compatibility 

Devices

802.11a/b/g/n/ac 
WiFi 5 
Dual Band 3 x 3 MU-MIMO
One (1) Latching Ethernet LAN port with Starlink Plug 
Up to 112 m² (1,200 ft²) 
WPA2 
LED | rear face plate, lower left corner 
Compatible with all Starlink mesh systems *Not compatible with
3rd party mesh systems 
Connect up to 128 devices

Starlink Mini


