
Push-to-Talk Over Cellular (PoC) 
Nationwide coverage with PTT app integration

Reliable Push-to-Talk
Without the Complexity

The Siyata SD7 is the modern push-to-talk device that
bridges the gap between traditional radio and cellular
communication. Purpose-built for critical communications, it
works seamlessly with IP Access’ SuperGIG™ blended
connectivity or Private Wireless deployments for maximum
uptime — even in remote or congested environments.

Key Features & Benefits
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🔹Multi-Carrier Redundancy – Stay connected via blended LTE and satellite
🔹Private Wireless Integration – Use the SD7 within secure LTE/5G network bubbles
🔹No-Nonsense Deployment – Ideal for agencies transitioning away from LMR
🔹Rapid Mobilization – Works out-of-the-box with minimal training
🔹Public Safety Ready – Certified and proven in first responder environments

Better Together with IP Access Connectivity
Pair the SD7 with IP Access SuperGIG™ or Private Wireless to create a high-
availability, mission-ready communications platform:

Carrier-Certified 
Operates on AT&T, Verizon, and FirstNet®

Simple. Durable. Instant.

Built for the Field
IP68 rated, MIL-STD-810G compliant

Loud & Clear Audio
Dedicated speaker/mic for noisy environments

No Screen, No Distractions
Simple operation with tactile controls

Long Battery Life 
18+ hours on a single charge

Ideal For: Fire and EMS Fleets, Public Safety Agencies, Utility Crews, Construction & Field
Services, Remote and Uncarpeted Operations, Event and Incident Response

Ready to modernize your push-to-talk communications?
Talk to an IP Access expert today to learn how Siyata SD7 fits into your connectivity strategy.



Category Specification

Chipset Qualcomm SDM660 Octa-core, 1.8GHz

OS Siyata Customized Android

Memory 3GB RAM + 32GB ROM

Display OLED 0.97”, 128 x 64

Cellular Bands

GSM: B2/3/5/8 
WCDMA: B1–B5/B8 
LTE FDD: B1–B71 
LTE TDD: B38–B41

Wi-Fi 2.4G/5GHz, 802.11 a/b/g/n/ac

Bluetooth 5

GPS GPS, GLONASS, AGPS

Audio Output
Speaker: 2.5W, 115dB 
Mic: -42dB Sensitivity

PTT Support MCPTT QCI 65/66/69/70, Dedicated SOS Button

Battery 3,800 mAh, removable

Durability IP68, MIL-STD-810H

Ports USB Type-C (OTG), 13-pin Secure Connector

Dimensions 122.2 x 63 x 29.1 mm (4.81 x 2.48 x 1.15 in)

Weight 190g (6.7 oz)

Environment -20°C to +60°C, 20–90% RH

Package Includes Device, Battery, USB-C Cable, Power Adapter
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Technical Specifications


